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MT. LAKE, MN

GILMAN, IL

fast-mfg.com

NURSE TRAILER
TANDEM AXLE LIQUID TRANSPORT



MOUNTAIN LAKE, MN
54859CountyRoad44•MountainLake,MN56159

TollFree:800.772.9279•Phone:507.427.3861•Fax:507.427.3030

WEBSITE:www.fast-mfg.com

GILMAN, IL
1340Crescent,POBox236•Gilman,IL60938
TollFree:800.872.8894•Phone:815.265.7125•Fax:815.265.7130

EMAIL:info@fastdist.com

Capacity 
• 20,000 lbs G.V.W.R.

Tank 
• 1600 gallon
• Ace drainable

Suspension 
• 8-leaf x 2” slipper spring

Axle 
• 3”x3”x3/8” square tubing

Spindles 
• 2.5”, 1144 cold rolled shaft

Hubs 
• 8-bolt on 8” bolt circle, 5,790 lbs capacity each

Wheels 
• 22.5”x8.25”x8-8”, 6,000 lbs capacity each

Brakes 
• 2-wheel hydraulic surge on front axle
• Standard on 1,600 & 1,350 gallon, optional on 
 1,000 gallon

Frame 
• 7” structural channel

Jack 
• Drop leg, top-wind, 10,000 lb capacity

Dimensions 
• Frame width 74”
• Overall length 17’

Lights 
• D.O.T. LED stop, turn, tail marker & license lamps
• Six-way connector
• Wiring enclosed in conduit
• Standard on 1,600 gallon, optional on 1,350 & 
 1,000 gallon

NURSE TRAILER 1600 
STANDARD EQUIPMENT

Coupler 
• Clevis
• Adjustable height

Safety Chains 
• Two D.O.T. 1/2”x40”
• Hook, I.D. tag, safety latch & mounting bracket

Other 
• Pump platform in tongue
• Hose storage hook
• Two fill steps
• Operator’s manuals
• Safety decals 

Warranty 
• Five year warranty on manufactured products

Powder Coat Paint
• Durable, attractive finish
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LED LIGHTING 
PACKAGE | LED lighting 
package gives you great 
visibility and years of 
dependable service. 
Standard on 1600, 
optional on 1350 & 
1000.

BRAKE PACKAGE | 
Standard on 1600 and 
1350 trailers and optional 
on 1000 gallon trailers, 
surge brakes allow another 
level of safety.

Capacity 
• 14,000 lbs G.V.W.R.

Tank 
• 1350 & 1000 gallon available
• Ace drainable

Suspension 
• 6-leaf x 2” underslung slipper spring

Tandem Axle - Liquid Transport 
• Tandem 3”x3”x.25” heavy wall tubing

Spindles 
• 2.25” diameter, 1144 cold rolled shaft

Hubs 
• 783, 6-bolt on 6” BC, 4,570 lbs each

Wheels 
• 15”x10”x6-6”

Frame 
• 7” structural channel

Jack 
• 7,000 lb top-wind

Dimensions 
• Frame width 71”
• Overall length 15’8“

Hitch 
• Adjustable height clevis

Other 
• Two D.O.T. safety chains
• Platform in tongue for pump
• Hose storage hooks
• 6” wide cross members
• Two 12”x12” fill steps
• Conspicuity tape

1350 & 1000 
STANDARD EQUIPMENT

ALL MODELS
STANDARD EQUIPMENT


